
INTRODUCTION

The Sym-Ply components and accessories illustrated herein have  
been designed with safety and performance in mind to help achieve  
a safe and productive forming operation. It’s recommended that  
all construction personnel thoroughly familiarize themselves 
and  comply with the applicable industry standards and safe 
practices  established by the American Concrete Institute (ACI), 
American  National Standards Institute (ANSI), The Occupational 
Safety  and Health Administration (OSHA), and the Scaffolding, 
Shoring  and Forming Institute (SSFI). Refer to ties section for 
tie capacities.  The maximum allowable pour pressure for the 
SYM-PLY® system  is 1500 psf.

SYSTEM BASICS

• Panels are Light weight – Approx. 8lbs/ft2
• Maximum pour pressure of 1,500 psf.
• All-Steel frame with an inset  19/32” plywood face
• At Symons, we offer over 100 standard Panel and Filler sizes
• We offer Sym-Ply at all locations for rent or purchase
• 100% Compatible with Steel-Ply

PANEL NOMENCLATURE

SYM-PLY®

QUICK INSTALL GUIDE
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SYM-CLAMP SPACING CHART
Height Pressure Load (Lbs.) per panel Width (At Every Foot Up Wall) Spacing (Ft.) Per Width (Theoretical) Spacing (Ft.) Per Panel Width (Final)

Ft. PSF 36 30 24 18 12 6 36 30 24 18 12 6 36 30 24 18 12 6

1 150 113 94 75 56 38 19 44.4 53.3 66.7 88.9 133.3 266.7 3.5 3.5 3.5 3.5 3.5 3.5

2 300 338 281 225 169 113 56 14.8 17.6 22.2 29.6 44.4 88.9 3.5 3.5 3.5 3.5 3.5 3.5

3 450 563 469 375 281 188 94 8.9 10.7 13.3 17.8 26.7 53.3 3.5 3.5 3.5 3.5 3.5 3.5

4 600 788 656 525 394 263 131 6.3 7.6 9.5 12.7 19 38.1 3.5 3.5 3.5 3.5 3.5 3.5

5 750 1013 844 675 506 338 169 4.9 5.9 7.4 9.9 14.8 29.6 3.5 3.5 3.5 3.5 3.5 3.5

6 900 1238 1031 825 619 413 206 4 4.8 6.1 8.1 12.1 24.2 3 3.5 3.5 3.5 3.5 3.5

7 1050 1463 1219 975 731 488 244 3.4 4.1 5.1 6.8 10.3 20.5 2.5 3 3.5 3.5 3.5 3.5

8 1200 1688 1406 1125 844 563 281 3 3.6 4.4 5.9 8.9 17.8 2 2.5 3.5 3.5 3.5 3.5

9 1350 1913 1594 1275 956 638 319 2.6 3.1 3.9 5.2 7.8 15.7 2 2.5 3 3.5 3.5 3.5

10 1500 2138 1781 1425 1069 713 356 2.3 2.8 3.5 4.7 7 14 2 2 3 3.5 3.5 3.5

11 1500 2250 1875 1500 1125 750 375 2.2 2.7 3.3 4.4 6.7 13.3 1.5 2 2.5 3 3.5 3.5

12 1500 2250 1875 1500 1125 750 375 2.2 2.7 3.3 4.4 6.7 13.3 1.5 2 2.5 3 3.5 3.5

13 1500 2250 1875 1500 1125 750 375 2.2 2.7 3.3 4.4 6.7 13.3 1.5 2 2.5 3 3.5 3.5

14 1500 2250 1875 1500 1125 750 375 2.2 2.7 3.3 4.4 6.7 13.3 1.5 2 2.5 3 3.5 3.5

15 1500 2250 1875 1500 1125 750 375 2.2 2.7 3.3 4.4 6.7 13.3 1.5 2 2.5 3 3.5 3.5

16 1500 2250 1875 1500 1125 750 375 2.2 2.7 3.3 4.4 6.7 13.3 1.5 2 2.5 3 3.5 3.5
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SYM-PLY® QUICK INSTALL GUIDE

• 5,000 lbs. SWL
• 2:1 F.O.S.
• Lightweight, 3.5 lbs.
• Primary attachment mode
• Tool-Free Setup

KEY COMPONENTS
SYM-Clamp
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TIE LOAD RATINGS
Safe Load Ratings  

CONCRETE POUR PRESSURE CHART

Tie-Off Bracket

Lift Bracket

Walkway Bracket

• The installation of Tie-Off Brackets 
on Sym-Ply panels allows easy  
attachment of safety belts 

• The Safety Eye meets the require-
ments of OSHA (29 CFR Part  
1926) subpart M 1926.502d15

• Used in gang form application
• 2,000 lbs. SWL 
• 5:1 Factor of Safety

• 500 lbs. SWL
• Provides for work platform creation
• 4:1 Factor of Safety
• 13.7 lbs.
• Max 8’ center to center


